
SOLAR

SOLARVERTER

SUPPORTS UPTO
2000W (2KVA) & 
3000W (3KVA)

SOLAR PANELS

PURE SINE
WAVE OUTPUT

SMART SOLAR
OPTIMIZATION

IN-BUILT 55A(2KVA), 
45A(3KVA)  SOLAR CHARGE

 CONTROLLER

WIDE OPERATING PANEL
VOLTAGE RANGE

(Voc): 36V-50V (2KVA) &
(Voc): 72V-100V (3KVA)

Three
OPERATING

MODES

SOLAR ONLY
SOLAR+GRID
GRID+SOLAR

SOLARVERTER
2KVA / 24V

SOLARVERTER
3KVA / 48V

MODELS

SOLARVERTER

LCD
DISPLAY

TOUCH CONTROL
BUTTONS

ECO/UPS
Mode

Solarverter is a PWM technology Solar Inverter which has innovative

hybrid charging from both Solar & Mains with an advanced feature of

charging solar & mains with priority to solar. It ensure lesser charging

time and minimal commercial mains utilization.

Smart Solar
Optimization

User Control
Settings



SOLAR

Technical Specifications

Input

2 4

140±5V

230V AC

150±5V

290±5V

280±5V

Undervoltage 

Rated Voltage

Overvoltage

Overvoltage Restoration

Undervoltage Restoration

Output

Rated voltage (UPS Mode)

Voltage (Mains Mode)

Frequency (UPS Mode)

Overload

Transfer Time(typical a.s.)

230V AC

SAME AS INPUT (47-53 Hz)

50±1Hz

> 100%

< 20 ms.

8-10 hours approx

Frequency (Mains Mode)

SAME AS INPUT

Battery

Capacity*

Number of Battery

Typical Recharge Time

Battery Boost Volatge

Protection

65Ah-220Ah TUBULAR / FLAT / SMF

LOW BATTERY

28.8V-29.4±0.5V 58.2V-59.2V±0.5V

Physical

Solar

Dimension (LxWxH)(mm)

Solar Panel

Solar Overload

Solar Over Temperature

Solar Priority

Net weight (Kg.)

Gross weight (Kg.)

25.0 Kg approx 31.5 Kg approx

27.0 Kg approx 34.5 Kg approx

300x326x284

PV Panel of 2400Wp, 
Voc 60V Max

PV Panel of 3600Wp, 
Voc 120V Max

300x352x429

Displays “SoLd”

Displays “SotP”

Sr:gr

2KVA | 24V 3KVA | 48VRating

Active Power 1550W 2350W

Front LCD
Displays
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Time to Charge & Discharge

Overload

Load Percentage Displays “L085%” 

Displays “old” 

Displays “sct” 

Displays “nL:dL” 

Displays “Lbt” when batt. completely discharged 

Displays “btHI” When 

battery voltage > 31V

Displays “btHI” When 

battery voltage > 62V

Displays “otp”

Display time to charge or discharge in HH:MM

Short Circuit

Overtemperature

No Load 

Battery Low

Battery High Cut

Front LCD
Displays

Displays “tSFL” When internal failureTemp. Sensor Failed
Displays battery level available

Displays plug symbol

Displays if there any fault or trip condition

Displays when battery is charging

Battery Level Symbol

Charging Symbol

Mains Symbol

Fault Symbol

Environmental

Operating Temperature

Storage Temperature

Humidity

0-45°C (32-113°F)

0-45°C (32-113°F)

0-95% RH non-condensing

UPS ON

Low Battery Cut

Battery High Cut

Overload shutdown

NO Load shutdown

Alarms Short Circuit

Low Battery Warning

Over Temperature

Temp. Sensor Failed

Single Beep for 10Seconds

Single Beep for 10Seconds

1 Beep of 10Seconds

Continues Beep of 0.5Seconds until fault reset

1 Beep of 5Seconds

1 Beep of 10Seconds

2 Beeps of 1Second each

1 Beep for 10Seconds Retry - 5times

1 Beep for 0.5 Seconds for every 30seconds

Due to continuous product improvement, the specifications are subject to change without notice.

*AC (Air Conditioner) Operating Mode : For Normal AC, unit to be used in UPS Mode only. 
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